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System X Mounting Guide: Wall / Floor
Step 1

Choose Floor Or Wall Mounted Setup
Step 2

Choose Height Of Column

BT8390-WFK3 BT8390-WFK4

Wall Mounts

BT8390-WFK6BT8390-WFK1 BT8390-WFK2 BT8390-WFK5

Floor Bases 

BT8380-SHB

BT8380-RFB

BT8380-FSBBT8380-BASE

BT8380-FFB BT8380-AFB

BT8380-Base Accessories

For use with BT8380-BASE only

BT8380-CASTORS BT8380-FBFK

Columns

Columns

BT8380-060 (0.6m) BT8380-180 (1.8m)

Wall Tie-Back

BT8380-WTB

False Floor Trim

BT8380-FFT

BT8380-EXTV

Column Extension Kit

Colour  
Options

Colour  
Options

Colour  
Options

BT8380-060 (0.6m)
BT8380-180 (1.8m)

Step 4
Choose Screen Interface Kit

For use with non-System X interfaces

BT7884

Mounting Rails

Rail Extension Kit

BT8390-EXT BT8390-AAC

Angle Connector 

Joining Kit

BT8380-JPK BT8380-JPT BT8390-ADP

Adaptor Kit

Screen Interface Arms

Step 5  Add Accessories

BT7033BT7032

BT7863 BT7866 BT7871-BT7879BT8390-SA

Mounting Rails

BT8390-VESA400F BT8390-VESA400T

BT8390-VESA400MAF BT8390-VESA400MAP

BT8390-VESA800FBT8390-VESA600F BT8390-VESA1200F

BT8390-VESA200F BT8390-VESA200T

Step 3
Choose Length Of Mounting Rail

BT8390-050 (0.5m)
BT8390-070 (0.7m)
BT8390-100 (1m)
BT8390-150 (1.5m)
BT8390-175 (1.75m)
BT8390-200 (2m)

BT8390-050 (0.5m)
BT8390-070 (0.7m)
BT8390-100 (1m)
BT8390-150 (1.5m)
BT8390-175 (1.75m)
BT8390-200 (2m)

Create a custom System X wall mount or floor stand in 4 simple steps
The System X range offers a versatile, component-based design for multi-screen and digital signage applications. Components can be individually supplied 
for custom installations, providing flexibility and convenience. Additionally, System X is compatible with System 2 050mm poles for ceiling-mounted setups. 
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Step 3
Choose length of                                              mounting rail

Ø50mm Poles

Pole Ring

BT7055

Pole Joiners

BT7823 BT7824 BT7852

Ø50mm Poles

Pole Ring

BT7055

Wall Mounts

BT7831

BT7012 BT7017 BT7825

Specialist Mounts

System X Mounting Guide: Pole Mounts

BT7833

Step 1
Choose a                             ceiling, wall or floor mount

Step 2
Choose length of                             pole

BT7851 BT7807BT7822 BT7808

Ceiling Mounts

Floor Mounts

BT7822BT7056 BT7807

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Colour  
Options

Standard

Heavy-Duty only available in black

BT7850-050 (0.5m)
BT7850-100 (1m)
BT7850-150 (1.5m)
BT7850-200 (2m)
BT7850-300 (3m)

BT7853-200 (2m)
BT7853-300 (3m)

Standard

Heavy-Duty only available in black

BT7850-050 (0.5m)
BT7850-100 (1m)
BT7850-150 (1.5m)
BT7850-200 (2m)
BT7850-300 (3m)

BT7853-200 (2m)
BT7853-300 (3m)

Collar Mounting Bracket

BT8390-CFK

Ø50mm Accessory Collars

BT7052 BT7051BT7841

Screen Interface Arms

Accessories

BT7863 BT7866

BT7033BT7032 BT7865

BT7871-BT7879

BT8390-VESA200F BT8390-VESA200T

BT8390-VESA400F BT8390-VESA400T

BT8390-VESA400MAF BT8390-VESA400MAP

BT8390-VESA800FBT8390-VESA600F

ACCESSORY ARM

BT8390-SA

Mounting Rails

BT8390-EXT

Rail Extension Kit

Mounting Rails

BT8390-AAC

Angle Connector

BT8390-VESA1200F

Step 4
Choose a                                          interface kit & accessory

Colour  
Options

Colour  
Options

Colour  
Options

Create a custom System X ceiling mount in 4 simple steps
The System X range offers a versatile, component-based design for multi-screen and digital signage applications. Components can be individually supplied 
for custom installations, providing flexibility and convenience. Additionally, System X is compatible with System 2 Ø50mm poles for ceiling-mounted setups. 

BT8390-050 (0.5m)
BT8390-070 (0.7m)
BT8390-100 (1m)
BT8390-150 (1.5m)
BT8390-175 (1.75m)
BT8390-200 (2m)

BT8390-050 (0.5m)
BT8390-070 (0.7m)
BT8390-100 (1m)
BT8390-150 (1.5m)
BT8390-175 (1.75m)
BT8390-200 (2m)


